











B40K MIXER
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Standard accessories
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Accessory’ sname | Qty
1 | Mixing 1 1
2 Mixing 2 1
3 | Mixing 3 1
4 Barrel 1
Attention :

4 > Any mixing easy to install and
rotates the mixing clockwise to
locked, push the mixing up and
rotates counter—clockwise then

remove the mixing.

Technical parameters

Type BM40N BM40N
Safety Guard Yes Yes
Mixer (L) 40 40
Rated voltage (V) 230 380
Rated frequency (Hz) 50 50
Rated power input (W) 1300 1300
=B 430 430
R =N
AY 125 125

Greatest capacity of dough(kg) 12~12.8 12~12.8
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FIGURE 2
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joint surface must be tooth of the vertical

Right Wrong

FIGURE 2-1

FIGURE 2-2

Centre axle

Accessory’ s name| Qty
1 | NutM14 1
2 | Spring washer 14 1
3 | Washer14 1
4 | Bearing 6205 1
5 | Avoiding cover 1
6 | Roller8X16 4
7 | Spring 8
8 | Clutch 1
9 | Gearring 1
10 [ Dividing ring 1
11 Small joint gear 1
12 | Bearing sleeve 2
13| Jointgear 1
14| Key 8x28 1
15| Key8X45 3
16 | Centre axle 1
17 | Bigjointgear 1
18| Sleeveofcentreaxle | 1
19 | Bearing 6206 1
20 [ Oil seel 40X52X10 1
21| Oring 30X1.8 1
22| Socketofcentreaxle [ 4

Attention:

» After repairing. To ensure
installed that the clutch
and joint in accordance with
the correct diagram.

» If the grease drop from bottom
of centre axle please check
the oil seal whether broken.

» In the demolition or install,
due to avoiding the bearing to
be broken, you should tap
bearing out gently.
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FIFURE 3  Gear axle
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== 3 Accessory’ s name | Qty
@_ B e 1 1 | Nut mi2 1
s 2 | Spring washer 12 1
3 | Washer 12 1
-5 4 | Bearing 6203 2
B 5 | Gearaxle 1
6 | Key6X18 2
7 | High-speed gear 1
8 | Sleeve of gear axle 1
9 | Low-speed gear 1
10 | Gasket 1
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FIGURE 8

Turning plate and mixing axle

Accessory’ sname| Qty
Nut M14

Spring washer 14
Gasket

Planetary gear

Bearing 6204

Turning plate

Bearing 6006
Oil seel 35%56%12
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Key 6%18
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Mixing

Attention :

» When the mixer working there is
noise with turning plate(8), it's the
inner gear(1) was loose. Please pull the
turning plate out, then tap at the
inner gear and tightening the screw (2).
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FIGURE 7 Rise and drop of barrel
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Accessory’ sname| Qty | ~ )
1 | Rubber of handle 1 | |
|
2 | Handle 1 ,'I | 7
3 | Key5*20 1 | [
{ |
4 | Screw M6x16 4 [
LJ
5 | Flange knot 1 ( I|r
|
6 | Key 16 3 o 8
7 | Lifting handle bracket 1 —
8 | Pin 1 [
e 1
9 | Lifting bar 1 [ J
|
S~y
Attention :
» First drop the barrel to bottom, then pull
the mixing out, at last take out barrel.
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» Put the lubricated grease on the handle
axle | the rise and drop pole and cone gear
every mouth

FIGURE 4

Initiative axle
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e v Accessory’ sname| Qty

= 1 | Nut M14 1
2 | Spring washer 14 1
3 | Washer 14 1
4 | Big belt wheel 1
5 | Sleeve of beltwheell 1
6 | Bearing 6004 1
7 | Key6*28 1
8 | Initiative axle 1
9 | Bearing 6203 1

ealil 10 | Gasket 1
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FIGURE 5

Motor

Accessory’ sname

Qty

Belt wheel of motor

Key 6X28

Nut M10

Spring washer 10

Gasket 10

Motor
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Axle of motor
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FIGURE 6
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Fork and change speed axle
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Accessory’ sname | Qty

Nut M10

Spring washer 10

Washer 10

Axle of fork

Fork

Nut

Spring

Shaft of fork
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Eccentric sleeve
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Screw M6X10
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Axle of speed
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O ring 16%2.4
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0 ring 37.5%2
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Steel ball@ 6
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Spring
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Speed block
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Screw M5%16
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Snap spring 20

alalalsa s

-
©

Screw M6x16
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Handle
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